
The Look of Aluminum at the Price of Plastic•	

Finish will not be affected by normal contamination•	

Pleasant luminance without annoying brightness, dust, and fingerprints•	

No cave effect as with standard specular silver louver•	

Replaces the existing:  Light Fixture, Door Frame and Lens Assembly•	

Helps reduce glare on computer screens•	

Similar Efficiency and Light Distribution as a Pattern 12 Prismatic Lens•	

Can be Stocked in 2’x4’ and 2’x2’ Sizes WITHOUT Additional Cutting or Fabrication

Before

Parasquare 5 RFK2 Retrofit System

After

PARASQUARE 5 with Aluma-Lux (Semi-Specular) Finish

Parasquare 5 has the Light Transmission of a Lens with the Control of a Louver

What is the Parasquare 5 RFK2 Retrofit System?

Standard 1/2” Silver Louver

Standard Prismatic Lens
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ANY Lay-in Light 
Fixture that has 
an existing Lens, 
Louver, or  
Eggcrate 
installed

Move fixture 
into the  
plenum area

Place the 
fixture on top 
of the “outer” 
RFK2 frame

Close and 
latch together

Remove and  
discard  
existing door 
frame

Install “outer” 
frame of RFK2 
into T-bar

Install the  
“inner” RFK2 
with P5 Frame 
into the “outer” 
frame

New Parasquare 5 RFK2 System!
More Light : Less Money!

How to Install

How to Order

SLP Lighting
1400 S. Old Highway 141     Fenton, MO  63026     USA
www.slplighting.com     Phone: 800-248-0224     Fax: 600-4108


