For
Comparative
Use ONLY



BALLABS CERTIFIED TEST REPORT NO.: 14551.0 DATE 04/13/09
PREPARED FOR: SCIENTIFIC LIGHTING PRODUCTS, INC - FENTON, MO
DESCRIPTION: 2/54W T5HO C LAMP 52x7x6"SUSPENDED ENCLOSED LUMINAIRE
SPECULAR REFLECTOR w/CLEAR ACRYLIC DROP LENS
UNIVERSAL BALLAST #B254PUNV-D WATTS=100
CATALOG NBR: CT2-2X54TSHO-LIRA-RF-B
LAMP TYPE : FPS54T5H0O/835/C RATED LUMENS 4500. NBR. LAMPS:- 2
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LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE

VERT 0 45 90
ANGLE
45 8572. 6622. 6436.
55 7362. 5052. 5866.
65 5821. 4575. 5653.
75 3767. 4061. 5709.
85 2840. 2902 3701.

**MAXTMUM BRIGHTNESSES NOT MEASURED**
R R R R A e T
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 .83 .83 .83 .83 .81 .8r .81 .81 .77 .77 .77 .73 .73 .73 .70 .70 .70 .68
1 .75 .72 .68 .65 .73 .70 .67 .64 .66 .64 .62 .63 .61 .59 .60 .59 .57 .56
2 .68 .62 .57 .53 .66 .61 .56 .52 .58 .54 .51 .55 .52 .49 .53 .50 .48 .46
3 .62 .55 .49 .44 .60 .54 .48 .44 .51 .47 .43 .49 .45 .42 .47 .44 .41 .39
4 .57 .49 .42 .38 .55 .48 .42 .37 .46 .40 .36 .44 .39 .36 .42 .38 .35 .33
5 .52 .43 .37 .32 .51 .42 .36 .32 .40 .35 .31 .39 .34 .30 .37 .33 .30 .28
6 -48 .39 .32 .28 .47 .38 .32 .27 .36 .31 .27 .35 .30 .27 .33 .29 .26 .25
7 .44 .35 .28 .24 .43 .34 .28 .24 .33 .27 .23 .31 .27 .23 .30 .26 .23 .21
8 .41 .31 .25 .21 .40 .31 .25 .21 .29 .24 .20 .28 .24 .20 .27 .23 .20 .18
9 .38 .28 .22 .18 .36 .27 .22 .18 .26 .21 .18 .25 .21 .17 .25 .20 .17 .16
10 .35 .25 .20 .16 .34 .25 .20 .16 .24 .19 .16 .23 .19 .15 .22 .18 .15 .14

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES






